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REMOVAL 


4; 


16. 


17. 


REMOVE REAR DOOR INSIDE HANDLE BEZEL 
PLUG (See page ED-58) 


REMOVE REAR DOOR ARMREST BASE PANEL 
ASSEMBLY (See page ED-59) 

REMOVE COURTESY LIGHT ASSEMBLY (See page 
ED-59) 

REMOVE REAR DOOR ARMREST COVER (See page 
ED-59) 

REMOVE REAR DOOR TRIM BOARD SUB- 
ASSEMBLY (See page ED-60) 


REMOVE REAR DOOR INNER GLASS 
WEATHERSTRIP (See page ED-61) 


REMOVE REAR DOOR BELT MOULDING ASSEMBLY 
(See page ET-34) 

REMOVE REAR DOOR FRAME GARNISH (See page 

ED-61) 

REMOVE REAR DOOR SERVICE HOLE COVER (See 
page ED-61) 


REMOVE REAR DOOR TRIM BRACKET (See page 
ED-62) 


. REMOVE REAR DOOR WEATHERSTRIP (See page 


ED-62) 


REMOVE REAR DOOR GLASS RUN (See page ED- 
63) 


REMOVE REAR DOOR WINDOW DIVISION BAR 
SUB-ASSEMBLY (See page ED-63) 


REMOVE REAR DOOR QUARTER WINDOW GLASS 
(See page ED-63) 


REMOVE REAR DOOR GLASS SUB-ASSEMBLY (See 
page ED-63) 


REMOVE REAR DOOR WINDOW REGULATOR SUB- 
ASSEMBLY (See page ED-64) 


REMOVE REAR DOOR FRONT WINDOW FRAME 
MOULDING 

HINT: 

When removing the rear door front window frame 
moulding, heat the vehicle body and rear door front 
window frame moulding using a heat light. 

Heating temperature 


Item Temperature 


Vehicle Body 40 to 60°C (104 to 140°F) 


Moulding 20 to 30°C (68 to 86°F) 
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NOTICE: 

Do not heat the vehicle body and moulding 

excessively. 

(a) Using a heat light, heat the rear door front window 
frame moulding. 


(b) Disengage the clip. 


a 
4 


YA 
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(c) Using a moulding remover, peel off the double-sided 
tape and remove the rear door front window frame 
moulding. 


B146283E01 


18. REMOVE REAR DOOR WINDOW FRAME MOULDING 

SUB-ASSEMBLY 

(a) Puta4mm (0.16 in.) drill bit into a drill. 

(b) Tape the drill bit without the portion of 5 mm (0.20 
in.) from the tip covered. 

HINT: 
Tape the drill bit to prevent the drill bit from going too 
deep. 
(c) Lightly press the drill bit against the rivets, drill off 
the flanges of the rivets, and remove the 7 rivets. 
NOTICE: 
¢ Pressing the drill too firmly will cause the 
rivet to turn and result in the rivet not being 
drilled through. 

¢ Do not pry the rivets with the drill, as this may ET 
cause damage to the installation holes of the 
rivets or the drill bit. 

¢ Becareful when touching the drilled rivets, as 
they may become hot. 

(d) Using a vacuum cleaner, remove the rivet fragments 
p evabsaceoe and shavings from the drilled areas. 


ET-66 EXTERIOR — REAR DOOR WINDOW FRAME MOULDING 


(e) Disengage the 3 clips and guide, and remove the 
rear door window frame moulding sub-assembly 
from the door frame. 
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INSTALLATION 
1. INSTALL REAR DOOR WINDOW FRAME MOULDING 
SUB-ASSEMBLY 
en (a) Engage the guide and 3 clips, and install the rear 
Hille 


7 door window frame moulding sub-assembly to the 


ISS door frame. 


(b) Using an air riveter or hand riveter with a nose 


ee) piece, install the 7 new rivets in the order shown in 
f ~~ the illustration to install the rear door window frame 
[ E> moulding sub-assembly. 


i3:Guide 
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When installing the first rivet, 
push down on the rear part of 
the moulding rearward and 
downward. 


No clearance 


B150346E01 


HINT: 

e Make sure that there is no clearance between 
the rear door window frame moulding sub- 
assembly and the rear door panel. 

¢ If the rivet cannot be cut, pull it once and cut it. 
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INCORRECT 


Mandrel 


B125583E01 


INCORRECT 


LS 
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INCORRECT 


Riveter 


cS 


— 
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NOTICE: 
Do not pry the rivet with the riveter, as this 
will cause damage to the riveter and mandrel. 
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Confirm that the rivets are seated properly 
against the moulding. Do not tilt the riveter 
when installing the rivet to the moulding. Do 


not leave any space between the rivet h 
and moulding. 


ead 


Do not leave any space between the moulding 
and door frame. Firmly hold together the 2 


items while installing the rivet. 


2. INSTALL REAR DOOR FRONT WINDOW FRAME 
MOULDING 


HINT: 


When installing the rear door front window frame 
moulding, heat the vehicle body and rear door front 
window frame using a heat light. 
Heating temperature 


Item Temperature 
Vehicle Body 40 to 60°C (104 to 140°F) 
Moulding 20 to 30°C (68 to 86°F) 
NOTICE: 


Do not heat the vehicle body and rear door window 
frame moulding excessively. 
(a) Clean the vehicle body surface. 


(1) 
(2) 
(3) 


Using a heat light, heat the vehicle body 
surface. 


Remove the double-sided tape from the vehicle 


body. 
Wipe off any tape adhesive residue with 
cleaner. 


ET-68 


Double-sided Tape (A) 


ei AY 
(0.032 in.) | 


foe ee 
5.0 mm 
(0.197 in.) 


Double-sided Tape (B) 


1.2mm 
(0.047 in.) 
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Double-sided Tape (B) 
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3. 


4. 
5. 


6. 


a: 


8. 


9. 
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(b) Clean the rear door front window frame moulding. (If 

reusing the rear door front window frame moulding) 

(1) Using a heat light, heat the rear door front 
window frame moulding. 

(2) Remove the double-sided tape from the rear 
door front window frame moulding. 

(3) Wipe off any tape adhesive residue with 
cleaner. 

(4) Apply new double-sided tape to the rear door 
front window frame moulding. 


(c) Install the rear door front window frame moulding. 

(1) Using a heat light, heat the vehicle body and 
rear door front window frame moulding. 

(2) Remove the release paper from the rear door 
front window frame moulding. 
HINT: 
After removing the release paper, keep the 
exposed adhesive free from foreign matter. 


(3) Engage the clip and install the rear door front 
window frame moulding. 


INSTALL REAR DOOR WINDOW REGULATOR SUB- 
ASSEMBLY (See page ED-73) 


INSTALL REAR DOOR GLASS RUN (See page ED-73) 


INSTALL REAR DOOR GLASS SUB-ASSEMBLY (See 
page ED-74) 

INSTALL REAR DOOR QUARTER WINDOW GLASS 
(See page ED-74) 

INSTALL REAR DOOR WINDOW DIVISION BAR SUB- 
ASSEMBLY (See page ED-74) 

INSTALL REAR DOOR WEATHERSTRIP (See page 
ED-74) 


INSTALL REAR DOOR TRIM BRACKET (See page 
ED-75) 


10. INSTALL REAR DOOR SERVICE HOLE COVER (See 


page ED-75) 
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11. INSTALL REAR DOOR FRAME GARNISH (See page 
ED-76) 
12. INSTALL REAR DOOR BELT MOULDING ASSEMBLY 
(See page ET-34) 
13. INSTALL REAR DOOR INNER GLASS 
WEATHERSTRIP (See page ED-76) 


14. INSTALL REAR DOOR TRIM BOARD SUB- 
ASSEMBLY (See page ED-76) 


15. INSTALL REAR DOOR ARMREST COVER (See page 
ED-77) 

16. INSTALL COURTESY LIGHT ASSEMBLY (See page 
ED-77) 

17. INSTALL REAR DOOR ARMREST BASE PANEL 
ASSEMBLY (See page ED-78) 


18. INSTALL REAR DOOR INSIDE HANDLE BEZEL 
PLUG (See page ED-78) 


